Article: SP-N-89-140-35

M12-8 F 100 mm (SP-X-88-835-11) for HOLDX

A1 Plastplugg med O-ring (SP-N-88-001-73)

E2 E-stop with LED

X3-9
ov | 2
2023-01-23 +V Vit/White/Weif Cr +V [ 1
® Brun/Brown/Braun C2 2 3
Gron/G /Grii
Production code: R onrsenern Ce - 4 4
$14LDRB0020-EZIZIZ00LD-F1F2D3A1-0000-B000 1 —-Guliellow/Gelb OSSD1 ., 6 | 5
7 — Gra/Grey/Grau INFO (s v,
RosalPink/Rosa ( 6
3 Bla/Blue/Blau OSSD2 C ; Q4
SSP North AB 55,: 5 — RodRedRotMegnetoN
Tullkammarvégen 14
439 00 Onsala, Swed
wpnse oMt Safety System Products
. T o T
] \
Q2 o 8 | 6 ‘ :
— Safety Simplifier S14RBLD20 x2 L\
QB @/g Q4 ov Y \
I v V x 5: 12/24 VDC (10 - 30 VDC) al - =
> 9 Q1| 7 [0OV oV x5 +V 23 | a1 Q6
Q a5 Q2 [1/26] *V +V | 1 |+ a5
3 | ov 1/0: 1-14 v | 2 |ov [1 PB with LED
4 |1 2 | 3|12
<>‘ Q6 7 3 |:| Connected 4 4 | 22
T —
8 g8 | 5 6 | 5 | xi ) 13 1 }/‘ iy
0 Q Q7 5 | 7 8 | 6 |14 ]| Q6 ol 14 —| \
> 9 Q1 | 58] 9 10| 7 |14 | Q7 15 X /
Q Q8 6 | 1M 12 wml N
13 14 Q3 | +V xt
S E Y
QA Q9
o) Q
Q1 =
Q3 . . . .
Q1-Q4 (M16) CAN card with Terminals is an option

Q5 - Q9 (22,5 mm option)
QA & QB (16 mm option)

and can be mounted afterwards

B1 M16 Q1-Q4 (SP-N-88-001-27)

M12-8 F 250 mm (SP-N-88-001-34)

M12-5 M to circuit board (SP-X-888-35-15)
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Automatic reset for Datalogic SG4
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